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EXISTING CONDITIONS PLAN
OF LOT 15, SIERRA VIEW SUBDIVISION

LOCATED IN THE SW 1/4 SECTION 32, TOWNSHIP 4 NORTH,
RANGE 85 WEST OF THE 6TH P.M., OAK CREEK, ROUTT

COUNTY, COLORADO

NOTES:

1) EXISTING CONDITIONS PLAN OF LOT 15, SIERRA VIEW SUBDIVISION ACCORDING TO THE PLAT THEREOF AS
RECORDED AT CLERK AND RECORDER'S OFFICE, AT FILE NO. 13476 AND RECEPTION NO. 616716, COUNTY OF ROUTT,
STATE OF COLORADO.

2)  FIELD SURVEYING COMPLETED DECEMBER 14TH, 2020 AND MAY 23, 2022.

3) THIS CERTIFICATE DOES NOT CONSTITUTE A TITLE SEARCH BY FOUR POINTS SURVEYING AND ENGINEERING, INC.
TO DETERMINE OWNERSHIP OR EASEMENTS OF RECORD.  FOR ALL INFORMATION REGARDING EASEMENTS,
RIGHTS-OF-WAY, OR TITLE OF RECORD. FOUR POINTS SURVEYING AND ENGINEERING, INC. RELIED UPON THE FINAL
PLAT OF THE SIERRA VIEW SUBDIVISION AND TITLE COMPANY OF THE ROCKIES TITLE COMPANY TITLE COMMITMENT
NO. 0502339-C EFFECTIVE DATE DECEMBER 5, 2020.

4) LEGAL DESCRIPTION PROVIDED BY ROUTT COUNTY ASSESSOR.

5) LOCATES FOR UTILITIES WERE NOT REQUESTED OR OBTAINED BY FOUR POINTS SURVEYING AND ENGINEERING, INC.
IN CONJUNCTION WITH THIS SURVEY.  UTILITY LOCATES SHOULD BE OBTAINED PRIOR TO PERFORMING ANY WORK IN
THE REFERENCED AREA.

6) AT THE TIME OF THE SURVEY, THERE WAS 6"± OF SNOW AND ICE ON THE GROUND.  SOME IMPROVEMENTS MAY
HAVE BEEN OBSTRUCTED FROM VIEW.

7) STREET ADDRESS:  125 OAK RIDGE CIRCLE, OAK CREEK, COLORADO

8) PROPERTY CORNERS WERE FOUND AND MARKED WITH FOUR FOOT LATH AS INDICATED HEREON.
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