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1. THIS PLAN SHALL BE KEPT ON SITE AT ALL TIMES AND UPDATED TO REFLECT ANY CHANGES. B
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INSTALLED. L
3. SLOPES 3:1 OR GREATER SHALL BE STABILIZED WITH TRM OR JUTE NETTING. (zD
SEDIMENT LADEN 4. CONTRACTOR IS RESPONSIBLE FOR INSTALLING AND MAINTAINING TEMPORARY EROSION AND .
SUNOEE SEDIMENT CONTROL DURING CONSTRUCTION AND ESTABLISHING ANY REQUIRED PERMANENT CONTROL -
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REFLECT CURRENT CONDITIONS. CONTROL MEASURES SHALL BE INSPECTED WEEKLY AND AFTER EVERY "
é o PRECIPITATION EVENT. ACCUMULATED SEDIMENT SHALL BE REMOVED FROM CONTROL MEASURES WHEN
5 -8 ROCK THE SEDIMENT LEVEL REACHES 4 HEIGHT OF THE CONTROL MEASURE.
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N.T.S. 7. ALL INGRESS AND EGRESS POINTS ON TO THE DISTURBED SITE MUST BE STABILIZED WITH A
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TO REDUCE THE AMOUNT OF MUD TRANSPORTED ONTO PUBLIC ROADS BY MOTOR 8. TEMPORARY SOIL STABILIZATION MEASURES SHALL BE IMPLEMENTED WHERE GROUND
VEHICLES OR RUNOFF. DISTURBANCES HAVE TEMPORARILY OR PERMANENTLY CEASED FOR 14 DAYS OR FOR AREAS OF LAND
DISTURBANCE WITHIN ONE GROWING SEASON.
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4 POST (2 X 2" NOMINAL) ST FENGE FABRIC REMOVED FROM THE SITE, AND PROPERLY DISPOSED. MATERIALS SHOULD NOT ENTER STATE WATERS. ©
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SILT FENCE 14. SIDEWALKS ADJACENT TO CONSTRUCTION SITES SHALL BE MAINTAINED, FOR PUBLIC USE, BY THE
SEDIMENT REMOVAL SHALL BE PERFORMED CONTRACTOR. IN AREAS WHERE CONSTRUCTION IS TAKING PLACE NEXT TO THE SIDEWALK AND
SECTION A—A WOOD STAKE CONTINUOUSLY FOR PROPER FUNCTION. OVERHEAD HAZARDS ARE POSSIBLE, SITE IS RESPONSIBLE FOR INSTALLING AND MAINTAINING
SIDEWALK PROTECTION.
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