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GENERAL NOTES:

1. STREET ADDRESS: 125 OAK RIDGE CIRCLE OAK CREEK, CO 80467

2.BENCHMARK = FOUND ORANGE PLASTIC AT SOUTH WEST PROPERTY CORNER ON #4
REBAR DOWLING — 30090, ELEVATION=7554.72 (SEE EXISTING CONDITIONS PLAN).

5. TOPOGRAPHIC AND EXISTING CONDITIONS MAPPED BY FOUR POINTS SURVEYING &
ENGINEERING COMPLETED ON DECEMBER 14, 2020 AND MAY 23, 2022.

4.ONE COPY OF THE APPROVED CONSTRUCTION PLANS AND SPECIFICATIONS SHALL
BE KEPT ON THE JOB SITE AT ALL TIMES. PRIOR TO THE START OF CONSTRUCTION,
CONTRACTOR TO VERIFY WITH PROJECT ENGINEER THE LATEST REVISION DATE OF
THE APPROVED CONSTRUCTION PLANS.

5.CONTRACTOR SHALL VERIFY THE LOCATION OF ALL UTILITIES. CALL THE UTILITY
NOTIFICATION CENTER OF COLORADO (UNCC) AT 1-800-922-1987 AND ANY
NECESSARY PRIVATE UTILITY TO PERFORM LOCATES PRIOR TO CONDUCTING ANY
SITE WORK.

6.ALL WATER AND SANITARY SEWER CONSTRUCTION AND RELATED WORK SHALL
CONFORM TO THE TOWN OF OAK CREEK STANDARDS AND SPECIFICATIONS, LATEST
EDITION.

7.CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS AND APPROVALS REQUIRED
TO PERFORM THE WORK SUCH AS RIGHT—OF—-WAY PERMIT, GRADING AND
EXCAVATION PERMIT, CONSTRUCTION DEWATERING PERMIT, STORM WATER QUALITY
PERMIT, ARMY CORP OF ENGINEER PERMIT, ETC. IT IS THE CONTRACTOR’S
RESPONSIBILITY TO OBTAIN A COPY OF ALL APPLICABLE CODES, LICENSES,
SPECIFICATIONS, AND STANDARDS NECESSARY TO PERFORM THE WORK, AND BE
FAMILIAR WITH THEIR CONTENTS PRIOR TO COMMENCING ANY WORK.

8.CONTRACTOR IS RESPONSIBLE FOR CONTACTING THE COLORADO DEPARTMENT OF
TRANSPORTATION (CDOT) AND OBTAINING ANY REQUIRED PERMITS OR APPROVALS
FOR WORK ON OR ADJACENT TO CDOT ROW.

9.PRIOR TO START OF CONSTRUCTION CONTRACTOR SHALL COORDINATE WITH
PROJECT ENGINEER TO IDENTIFY PROJECT INSPECTION AND TESTING REQUIREMENTS.
CONTRACTOR SHALL PROVIDE FOR INSPECTIONS AND TESTING AT AN ADEQUATE
FREQUENCY FOR THE PROJECT ENGINEER TO DOCUMENT THAT PROJECT IS
CONSTRUCTED IN CONFORMANCE WITH THE APPROVED PLANS AND SPECIFICATIONS.
PRIOR TO MAKING ANY CHANGES TO THE

10. CONTRACTOR IS RESPONSIBLE FOR ALL NECESSARY TRAFFIC CONTROL. TRAFFIC
CONTROL SHALL BE IN ACCORDANCE WITH THE MANUAL ON UNIFORM TRAFFIC
CONTROL DEVICES (MUTCD), LATEST EDITION.

11. CONTRACTOR SHALL PROVIDE ALL NECESSARY TRAFFIC CONTROL (SIGNS,
BARRICADES, FLAGMEN, LIGHTS, ETC) IN ACCORDANCE WITH THE MUTCD, CURRENT
EDITION.

12. CONTRACTOR MUST SUBMIT A CONSTRUCTION SITE MANAGEMENT PLAN (CSMP) FOR
REVIEW AND APPROVAL BY THE CITY CONSTRUCTION SERVICES FOREMAN PRIOR TO
START OF CONSTRUCTION. THE CSMP MUST BE MAINTAINED ON—SITE AND UPDATED
AS NEEDED TO REFLECT CURRENT CONDITIONS.

13. THE FOLLOWING PRIVATE IMPROVEMENTS REQUIRE CONSTRUCTION OBSERVATION
PER THE CITY’S ENGINEERING SERVICES SPECIFICATION: WATER, SEWER, STORM
SEWER, PONDS.

14. RECORD DRAWINGS ARE REQUIRED FOR: PUBLIC AND PRIVATE WATER AND SEWER

15. DRIVEWAY CURB CUTS TO BE INSTALLED DURING PUBLIC IMPROVEMENTS,
DRIVEWAYS AND LANDSCAPING FOR INDIVIDUAL UNITS TO BE INSTALLED PRIOR TO
BUILDING CERTIFICATE OF OCCUPANCY.

16. ALL PIPE OUTFALLS REQUIRE FLARED END SECTIONS AND RIPRAP. ALL VALLEY
PAN OUTFALLS REQUIRE RIPRAP.

GRADING:

1. GRADING SHALL OCCUR WITHIN THE PROPERTY LIMITS. WHERE OFF—SITE WORK IS
APPROVED, WRITTEN PERMISSION OF THE ADJACENT PROPERTY OWNER MUST BE
OBTAINED PRIOR TO ANY OFF—SITE GRADING OR CONSTRUCTION.

2. NO WORK SHALL OCCUR IN WETLANDS OR FLOODPLAINS WITHOUT APPROPRIATE
PERMITS. ANY WORK SHALL BE IN ACCORDANCE WITH THE ISSUED PERMITS.

3. VEGETATED SLOPES GREATER THAN 2:1 REQUIRE SOIL STABILIZATION.

EROSION CONTROL:

1. CONTRACTOR SHALL SUBMIT A CONSTRUCTION SITE MANAGEMENT PLAN TO THE
CITY FOR APPROVAL PRIOR TO BUILDING PERMIT ISSUANCE.

2. CONTRACTOR SHALL WORK IN A MANNER THAT MINIMIZES THE POTENTIAL FOR
EROSION.

5. CONTRACTOR SHALL BE RESPONSIBLE FOR INSTALLING, INSPECTING, AND
MAINTAINING ALL NECESSARY EROSION AND SEDIMENT CONTROL DURING
CONSTRUCTION AND REMOVING EROSION CONTROL WHEN PROJECT IS COMPLETE AND
VEGETATION IS ESTABLISHED.

4. ANY AREA DISTURBED BY CONSTRUCTION AND NOT PAVED OR NATURAL ROCK
SURFACE SHALL BE REVEGETATED WITHIN ONE CONSTRUCTION SEASON.

RECORD DRAWINGS:

1. PAVING OF PUBLIC STREETS SHALL NOT START UNTIL SUB GRADE COMPACTION AND
MATERIAL TESTS ARE TAKEN AND ACCEPTED BY THE PUBLIC WORKS DIRECTOR.

2. EXISTING ASPHALT PAVEMENT SHALL BE STRAIGHT SAW CUT WHEN ADJOINING WITH
NEW ASPHALT PAVEMENT OR WHEN ACCESS TO UNDERGROUND UTILITIES IS
REQUIRED. TACK COAT SHALL BE APPLIED TO ALL EXPOSED SURFACES INCLUDING
SAW CUTS, POTHOLES, TRENCHES, AND ASPHALT OVERLAY.ADJUST RIMS OF
CLEANOUTS, MANHOLES, VALVE COVERS TO FINAL GRADE.
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Curve Table
Curve # | Length | Radius | Delta | Chord Direction | Chord Length
C1 78.29 | 165.73 | 27.06 | N52° 29" 54"E | 77.56
C2 40.10 | 165.73 | 13.86 | N32° 02" 06”E | 40.00
C3 40.33 | 165.73 | 13.94 | N18° 07' 57"E | 40.23
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EXISTING CONDITIONS PLAN

OF LOT 15, SIERRA VIEW SUBDIVISION
LOCATED IN THE SW 1/4 SECTION 32, TOWNSHIP 4 NORTH,
RANGE 85 WEST OF THE 6TH P.M., OAK CREEK, ROUTT

COUNTY, COLORADO

NOTES:

1) EXISTING CONDITIONS PLAN OF LOT 15, SIERRA VIEW SUBDIVISION ACCORDING TO THE PLAT THEREOF AS
RECORDED AT CLERK AND RECORDER'S OFFICE, AT FILE NO. 13476 AND RECEPTION NO. 616716, COUNTY OF ROUTT,

STATE OF COLORADO.

2) FIELD SURVEYING COMPLETED DECEMBER 14TH, 2020 AND MAY 23, 2022.

3) THIS CERTIFICATE DOES NOT CONSTITUTE A TITLE SEARCH BY FOUR POINTS SURVEYING AND ENGINEERING, INC.
TO DETERMINE OWNERSHIP OR EASEMENTS OF RECORD. FOR ALL INFORMATION REGARDING EASEMENTS,

RIGHTS-OF-WAY, OR TITLE OF RECORD. FOUR POINTS SURVEYING AND ENGINEERING, INC. RELIED UPON THE FINAL
PLAT OF THE SIERRA VIEW SUBDIVISION AND TITLE COMPANY OF THE ROCKIES TITLE COMPANY TITLE COMMITMENT

NO. 0502339-C EFFECTIVE DATE DECEMBER 5, 2020.

4) LEGAL DESCRIPTION PROVIDED BY ROUTT COUNTY ASSESSOR.

5) LOCATES FOR UTILITIES WERE NOT REQUESTED OR OBTAINED BY FOUR POINTS SURVEYING AND ENGINEERING, INC.
IN CONJUNCTION WITH THIS SURVEY. UTILITY LOCATES SHOULD BE OBTAINED PRIOR TO PERFORMING ANY WORK IN

THE REFERENCED AREA.

6) AT THE TIME OF THE SURVEY, THERE WAS 6"+ OF SNOW AND ICE ON THE GROUND. SOME IMPROVEMENTS MAY

HAVE BEEN OBSTRUCTED FROM VIEW.

7) STREET ADDRESS: 125 OAK RIDGE CIRCLE, OAK CREEK, COLORADO

8) PROPERTY CORNERS WERE FOUND AND MARKED WITH FOUR FOOT LATH AS INDICATED HEREON.
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PROJECT TOTAL EARTHWORK QUANTITIES:

AREA OF DISTURBANCE: 27,206 SQ. FT.
TOPSOIL STRIPPING: 503 CU. YDS.
TOTAL CUT: 1,945 CU. YDS.
TOTAL FILL: 1,693 CU. YDS.
NET (FILL): 148  CU. YDS.
NOTES:

1. TOPSOIL STRIPPING VOLUME ASSUMES AN
AVERAGE TOPSOIL DEPTH OF 0.5 FEET. ACTUAL
TOPSOIL DEPTH MAY VARY ACROSS THE ENTIRE
AREA OF DISTURBANCE.

2. THE TOTAL CUT VOLUME INCLUDES TOPSOIL
STRIPPING.

S. A FILL FACTOR OF 1.10 WAS USED FOR
CUT—FILL VOLUME CALCULATIONS.

4. FILL VOLUME INCLUDES NATIVE MATERIAL AND
ALL IMPORT MATERIALS. (l.LE. GRAVEL, ASPHALT,

CONCRETE, ETC.)
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PAVING NOTES:

1.

PRIOR TO THE PLACEMENT OF SUB—BASE AGGREGATES, THE
EXPOSED SUB—GRADE SOILS SHALL BE UNIFORMLY SCARIFIED,
MIXED, AND MOISTURE TREATED TO WITHIN 2% OF THE

OPTIMUM MOISTURE CONTENT, AND THEN RE—-COMPACTED TO

AT LEAST 95% OF THE MAXIMUM STANDARD PROCTOR DENSITY.

BASE COURSE AND SUB—BASE AGGREGATES SHALL MEET THE
CDOT CLASS 6 ABC AND CLASS 2 ABC SPECIFICATIONS,
RESPECTIVELY. BASE COURSE AND SUB—BASE AGGREGATES
SHALL BE PLACED IN ONE LIFT AND COMPACTED TO AT LEAST
95% OF THE MAXIMUM MODIFIED PROCTOR DENSITY IN
ACCORDANCE WITH ASTM 1557.

SNOW STORAGE:

TOTAL PROPOSED PAVED AREA: 3,214 Sk
REQUIRED SNOW STORAGE: 3,214*} = 1,607 SF
AVAILABLE SNOW STORAGE: 1,701 SF
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INSTALL E—ONE DHO71-93 GRINDER PUMP PER MANUFACTURERS INSTALLATION INSTRUCTIONS.
BEDDING MATERIAL SHALL CONSIST OF 6—INCHES OF %" GRAVEL OR APPROVED SIMIALR. COMPACTION
REQUIREMENTS SHALL EXCEED 95% MAXIMUM DRY DENSITY AS DETERMINED BY THE AASHTO T-180
TEST PROCEDURES.

CONCRETE BALLAST SHALL BE 4,000 PSI MINIMUM.

PROVIDE 240V, 60HZ, SINGLE PHASE BURIED ELECTRICAL SERVICE FROM BREAKER BOX.
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WATER, SEWER AND UTILITY NOTES:

T.EXISTING DRY UTILITY LOCATIONS WERE OBTAINED FROM
UTILITY MAPPING, FIELD SURVEYING AND HAVE NOT BEEN
VERIFIED WITH ANY ADDITIONAL UNDERGROUND POTHOLING.

2.MINIMUM SEPARATION BETWEEN PARALLEL WATER AND SEWER
MAINS AND SERVICES IS TEN (10°) FEET.

3.MINIMUM COVER FROM FINISHED GRADE TO TOP OF WATER
MAIN LINE IS SEVEN (7) FEET. ALL WATER SERVICE LINES

SHALL BE 3/4” PEX POLY AND SEAMLESS BETWEEN FITTINGS.

4 MINIMUM COVER FROM FINISHED GRADE TO TOP OF SEWER
SERVICE LINE IS FOUR (4) FEET. MINIMUM SLOPE FOR
GRAVITY SEWER SERVICE LINE IS 2%. SEWER SERVICE LINES
BETWEEN STRUCTURE AND CLEAN OUT SHALL BE SCHEDULE
40 PVC PIPE, ALL OTHER GRAVITY SEWER SERVICE LINES
SHALL BE SDR 35 PVC PIPE. PRESSURE SEWER SERVICE
LINES SHALL BE 1 " PEX POLY PIPE.

5.VALVES SHALL BE OPERATED BY UTILITY PERSONNEL ONLY,
UNLESS PERMISSION OF THE UTILITY COMPANY IS OBTAINED.
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STANDARD NOTES FOR CONSTRUCTION SITE MANAGEMENT PLANS:
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Z
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MEASURES TO PREVENT RELEASE OF POLLUTANTS FROM THE PROJECT SITE. 0
Z
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THAT MAY ACCUMULATE IN THE RIGHT OF WAY, PRIVATE PROPERTY, OR WATER WAYS AS A RESULT
3"_8” ROCK OF THE CONSTRUCTION ACTIVITIES.
1/2"-3/4" FILTER LAYER 440 S. Lincoln Ave, Suite 4A
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DISTURBANCE WITHIN ONE GROWING SEASON. Z
P A PURPOSE
TO REDUCE THE AMOUNT OF MUD TRANSPORTED ONTO PUBLIC ROADS BY MOTOR 9. CONCRETE WASTE AND WASHOUT WATER FROM MIXING TRUCKS SHALL BE CONTAINED ON SITE,
REMOVED FROM THE SITE, AND PROPERLY DISPOSED. MATERIALS SHOULD NOT ENTER STATE WATERS.
VEHICLES OR RUNOFF.
o 10. CONTRACTOR IS RESPONSIBLE FOR COMPLYING WITH ALL LOCAL, STATE, AND FEDERAL LAWS. IN
P 4’ MUST BE 6” M. ADDITION CONTRACTOR MUST OBTAIN REQUIRED PERMITS.
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CASSIOPEIA SNOW STORAGE
8-Sep-23
Total Asphalt Paving Snow Storage Required Snow Storage On-Site NOTES FOR SNOW STORAGE
1589 794.5 1226 1. 1. THE SNOW STORAGE CALCULATIONS ARE BASED ON 1 SQ. FT OF SNOW STORAGE PER EVERY 2
SQ. FT. OF PAVED SURFACE PER THE OAK CREEK TOWN CODE SECTION 17.10.013 SNOW REMOVAL
1755 877.5 242 AND ACCUMULATION.
6552 3276 176 2. THE SNOW STORAGE DOES INCLUDE THE NORTH % WIDTH OF THE SHARED DRIVEWAY AND
108 PRIVATE DRIVEWAYS.
Units are in square feet 260l 3. THE SNOW STORAGE PLAN INCLUDES PUSHING THE SNOW TO EAST END OF THE DRIVEWAY AT
THE FIRST PLOW. THIS WILL INCLUDE THE INDIVIDAUL DRIVEWAYS. THE SNOW WILL BE FURTHER
116 MOVED FROM THE EAST END OF THE DRIVEWAY WITH SKID—STEER UTILIZING A SNOW BLOWER
310 ATTACHMENT TO THE MOVE THE SNOW TO THE SOUTHEAST CORNER OF THE PROPERTY. DUMP
TRUCKS AND HAUL WILL BE UTILIZED DURING PERIODS OF HEAVY SNOW FALL. THERE ARE
2634 ADDITIONAL SNOW STORAGE AREAS ADJACENT TO THE PARALLEL PARKING ON THE ENTRY
ROADWAY.
9896 4948 5072
4. THE SNOW STORAGE ALONG THE ENTRY ROADWAY WILL BE PUSHED UP FOR ADDITIONAL

5. THE SNOW REMOVAL WILL BE CONTRACTED AND OVERSEEN BY THE CASSIOPEIA PROPERTIES

CONDOMINIUM ASSOCIATION

6. THE DECLARATIONS AND COVENANTS FOR THE CASSIOPEIA TOWNHOMES WILL NOTE THAT SNOW

STORAGE BETWEEN DRIVEWAYS MAY NOT EXCEED THREE FEET IN HEIGHT.

ENGINEERING

|

SURVEYING

440 S. Lincoln Ave, Suite 4A

P.O. Box 775966

Steamboat Springs, CO 80487

(970)-871-6772
www.fourpointsse.com

INT

REVISIONS

No.| DATE

)
RIS S N
. 4100 3 N
\ Sq 8.
\ X >>350 % ~ /\ MATCH EX EOA
= -
\ 6\5;3 \ \& \—’ a A - _— E—— - —
3 T ] - C I X
‘\ \&"’» (SRR R o - | — 5 - RIIRRX
242 SF S S —— i y JOSRRRRL s—= s—Fs——S—~_ . | \
= s. < I ‘ — s——§4—s s— 116 SF -s o X R L RN
\ NI, iy S B I CE S LD ss cs——s=-—$3108F 58 o s—20.0rsre R U SF 82
\ 9oa T s T e I p—— * ey
S8 » 4. ‘ » » - - . _ | E-T-TV ——
\ %3 T, S A E—T—TV‘ ﬁq_w — 1 260 SF SS v f Qv H—_ E-T-TV E-T-TV E-T ?’ —-@-
\ u /" Py 176 — e —— ﬁ——| ROSSI RANCHES, LLLP
' © o ' 3) SETS OF (4) 6"
s > 7( ) @)
7 \e “55 5 o ;f IS%/ L RISER STEPS LEGEND
\ 50.0 > | | PROPERTY BOUNDARY
A I \ | %8 = |
\ 2554 = > BUILI:;lN s T~ BUILDING D ADJACENT PROPERTY BOUNDARY
Lor 14 A o BUILDING B S50 GARAGE FFE: 7542.80 N RRRIIIREK
. 0 GARAGE FFE: 7543.90 \ \
SIERRA VIEW BUILDING A GARAGE FFE: 7544.60 : : ML FFE: 7552.80 { \ \ \ EXISTING EASEMENT
SUBD x 55.10 GARAGE FFE: 7545.10 — ML FFE: 7554.60 ML FFE: 7553.90 ‘ SRS ESTING EDGE OF ASPHALT
\ PRIVACY DIVIDER R MLFFE: 7556.10 / '
’\ \ ‘ & EN= /’/ 36.0 EXISTING 2' CONTOUR
59.5 —y —
\ EXISTING 10' CONTOUR
% 67"'R
\ o 1> ‘L 0 — PROPOSED 2' CONTOUR
%
/ \{/ 03; sis.5pL/ l I ! PROPOSED 10' CONTOUR
LOT 15 \ ’n/_’ )J ——— — — ——— EXISTING DRAINAGE DITCH
6-FT TALL WOODEN SIERRA VIEW SUBD. S = i
FENCE ALONG 4-FT PRIVATE SIDEWALK 1{ DRAINAGE DITCH, EXISTING STORM SEWER
PROPERTY LINE / [ S R " %; ———k——w——u——V PER DETAIL
PROPOSED STORM SEWER
8.FT DEEP PATIO ) 0 0 B
——xs XS xs——  EXISTING SEWER MAIN
40\‘—v B sE BB PROPOSED GRAVITY SEWER SERVICE
s s s PROPOSED PRESSURE SEWER SERVICE
—XwW XW xw—  EXISTING WATER MAIN
ROSSI RANCHES, LLLP w w w PROPOSED WATER SERVICE
E PROPOSED ELEC SERVICE
& EXISTING FIRE HYDRANT
| | PROPOSED ASPHALT PAVING
PROPOSED PARKING STRIPING

N X B X B X .

. )

PROPOSED ——

PROPOSED CONCRETE PAVING

PROPOSED BUILDING FOOTPRINT

PROPOSED BUILDING OVERHANG

PROPOSED FENCING

SNOW STORAGE

BUFFERYARD

EXISTING LABEL

PROPOSED LABEL

125 OAK RIDGE CIR.

LOT 15, SIERRA VIEW SUBDIVISION
OAK CREEK, CO 80467

20"

Horizontal Scale

0 10'

1" =20

20"

Contour Interval = 2 ft

DATE: 9-18-2023

JOB #: 1511-003

DRAWN BY: WNM

DESIGN BY: CFB

REVIEW BY: WNM

IF THIS DRAWING IS PRESENTED IN A
FORMAT OTHER THAN 24" X 36", THE
GRAPHIC SCALE SHOULD BE UTILIZED.

DRAWING:

PLAN

SNOW STORAGE

SHEET #

C5



AutoCAD SHX Text
T

AutoCAD SHX Text
E

AutoCAD SHX Text
T

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
P

AutoCAD SHX Text
18" CMP CULVERT

AutoCAD SHX Text
LOT 16 SIERRA VIEW CONDOMINIUMS

AutoCAD SHX Text
LOT 14 SIERRA VIEW SUBD

AutoCAD SHX Text
ROSSI RANCHES, LLLP

AutoCAD SHX Text
ROSSI RANCHES, LLLP

AutoCAD SHX Text
TELEPHONE PED

AutoCAD SHX Text
SEWER SERVICE CARSONITE MARKER

AutoCAD SHX Text
TELEPHONE AND ELEC PEDS

AutoCAD SHX Text
WIRE FENCE

AutoCAD SHX Text
EOA

AutoCAD SHX Text
WIRE FENCE

AutoCAD SHX Text
22' WIDE ACCESS EASEMENT PER RECEPTION NO. 667948

AutoCAD SHX Text
8' UTILITY AND DRAINAGE EASEMENT PER FILE NO. 13476

AutoCAD SHX Text
EDGE OF ASPHALT DRIVEWAY TO LOT 16 ENCROACHES INTO LOT 15

AutoCAD SHX Text
10 FOOT WIDE EASEMENT FOR THE INSTALLATION AND MAINTENANCE OF PUBLIC UTILITIES, DRAINAGE AND FOR SNOW REMOVAL AND STORAGE ALONG ENTIRE BOUNDARY

AutoCAD SHX Text
WATER VALVE

AutoCAD SHX Text
WATER CURB STOP FOR LOT 15

AutoCAD SHX Text
SEWER MANHOLE RIM = 7549.08' INV OUT (N) = 7539.21' INV IN (S) = 7539.31'

AutoCAD SHX Text
SEWER MANHOLE RIM = 7546.15' IN OUT (N) = 7536.29' INV IN (S) = 7536.39'

AutoCAD SHX Text
LOT 15 SIERRA VIEW SUBD. 0.94 ACRES

AutoCAD SHX Text
15-FT BUFFERYARD

AutoCAD SHX Text
LOT 17 SIERRA VIEW CONDOMINIUMS

AutoCAD SHX Text
EDGE OF ASPHALT

AutoCAD SHX Text
FIBER OPTIC PEDESTAL

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
NOTES FOR SNOW STORAGE 1. 1. THE SNOW STORAGE CALCULATIONS ARE BASED ON 1 SQ. FT OF SNOW STORAGE PER EVERY 2 1. THE SNOW STORAGE CALCULATIONS ARE BASED ON 1 SQ. FT OF SNOW STORAGE PER EVERY 2 THE SNOW STORAGE CALCULATIONS ARE BASED ON 1 SQ. FT OF SNOW STORAGE PER EVERY 2 SQ. FT. OF PAVED SURFACE PER THE OAK CREEK TOWN CODE SECTION 17.10.013 SNOW REMOVAL AND ACCUMULATION.   2. THE SNOW STORAGE DOES INCLUDE THE NORTH ½ WIDTH OF THE SHARED DRIVEWAY AND THE SNOW STORAGE DOES INCLUDE THE NORTH ½ WIDTH OF THE SHARED DRIVEWAY AND PRIVATE DRIVEWAYS.   3. THE SNOW STORAGE PLAN INCLUDES PUSHING THE SNOW TO EAST END OF THE DRIVEWAY AT THE SNOW STORAGE PLAN INCLUDES PUSHING THE SNOW TO EAST END OF THE DRIVEWAY AT THE FIRST PLOW.  THIS WILL INCLUDE THE INDIVIDAUL DRIVEWAYS.  THE SNOW WILL BE FURTHER MOVED FROM THE EAST END OF THE DRIVEWAY WITH SKID-STEER UTILIZING A SNOW BLOWER ATTACHMENT TO THE MOVE THE SNOW TO THE SOUTHEAST CORNER OF THE PROPERTY.  DUMP TRUCKS AND HAUL WILL BE UTILIZED DURING PERIODS OF HEAVY SNOW FALL.  THERE ARE ADDITIONAL SNOW STORAGE AREAS ADJACENT TO THE PARALLEL PARKING ON THE ENTRY ROADWAY. 4. THE SNOW STORAGE ALONG THE ENTRY ROADWAY WILL BE PUSHED UP FOR ADDITIONAL THE SNOW STORAGE ALONG THE ENTRY ROADWAY WILL BE PUSHED UP FOR ADDITIONAL STACKING.   5. THE SNOW REMOVAL WILL BE CONTRACTED AND OVERSEEN BY THE CASSIOPEIA PROPERTIES THE SNOW REMOVAL WILL BE CONTRACTED AND OVERSEEN BY THE CASSIOPEIA PROPERTIES CASSIOPEIA PROPERTIES  PROPERTIES CONDOMINIUM ASSOCIATION 6. THE DECLARATIONS AND COVENANTS FOR THE CASSIOPEIA TOWNHOMES WILL NOTE THAT SNOW THE DECLARATIONS AND COVENANTS FOR THE CASSIOPEIA TOWNHOMES WILL NOTE THAT SNOW STORAGE BETWEEN DRIVEWAYS MAY NOT EXCEED THREE FEET IN HEIGHT.  


Cassiopeia Properties

Condominium Final Plat

LOT 15, SIERRA VIEW SUBDIVISION
LOCATED IN THE SW 1/4 SECTION 32, TOWNSHIP 4 NORTH,
RANGE 85 WEST OF THE 6TH P.M., OAK CREEK, ROUTT
COUNTY, COLORADO

ENGINEERING

SURVEYING

440 S. Lincoln Ave, Suite 4A
P.O. Box 775966
Steamboat Springs, CO 80487
(970)-871-6772
www.fourpointsse.com

-
=z
n
Z
o
2}
>
N8BS 25 49"E o
219.25
60.0 /

~ Curve Table "
G WATER VALVE -
Curve # | Length | Radius | Delta | Chord Direction | Chord Length g
% C1 78.29 | 165.73 | 27.06 | N52° 29’ 54”E | 77.56 :
(}) c2 40.10 | 165.73 | 13.86 | N32° 02" 06”E | 40.00 Z

\ c3 40.33 | 165.73 | 13.94 | N18" 07' 57"E | 40.23

\ LOT 16
SIERRA VIEW

CONDOMINIUMS

& \\
S S
FOUND A #4 REBAR WITH AN A AN \\ }

3>,
ORANGE PLASTIC CAP DOWLING —
50090 FLUSH 70 THE GROUND e NUA N \\/ 3@) 59,}\\
Q5K N ONRE

\\ SANITARY SERVICE 22" WIDE ACCESS EASEMENT

o
L
> l\
— . \O
QA <
/M —{ O
S NS 10" UTILITY EASEMENT D u X
39 QO% S \ 8" UTILITY AND DRAINAGE EASEMENT ORANGE' PLASTIC CAP DOWLING —
< NE X \ PER FILE NO. 13476 30090 FLUSH TO THE GROUND B O @)
I, - _— - oy
O RN N — — i — L B
N ) o 8.0 _
; | N — = Z&
\ ™~ N 8.0 - N8B 25 49°E >
FOUND A #4 REBAR WITH AN \ “~ \\ 22.0 197.92 N
ORANGE PLASTIC CAP DOWLING — .
30090 FLUSH TO THE GROUND \ Y \” NEW 15' WIDE UTILITY EASEMENT ——  —— < U
\_ — 4 _ DEDICATED BY CONDOMINIUM ~ ——  —— o @)
Y . - -
) 10.0 - FINAL PLAT = o ﬁ
/ ot BurERYARD \ T~ warer service 150 7 i o
—\ \ 10" UTILITY EASEMENT N ° & A m"
. - . Nes
\ ] e ® 18.00 e g
N88 25 49" © : N N88® 25 06°E 18.00 —
\ - 25 49°E 18.00 e ROSSI RANCHES, LLLP
, \ \ COMMON. ELEMENT NEW 15' WIDE UTILITY EASEMENT T5.00 NB8 — — S88" 25 49"W T2.00 =
— 150" Nee FOR CASSIOPEIA DEDICATED BY CONDOMINIUM [ ' W
CONDOMINIUMS FINAL PLAT ol = = w O
g l (o] [ o = <
< S EIE Z ol ® SANITARY SERVICE LEGEND ]
ol B I 37 = Slg oy 7 i E 10' UTILITY EASEMENT
5] = @ w w = =] 5| " = PROPERTY BOUNDARY
LOT 14 N e 7 ol +[2 . w 2
SIERRA VIEW A Sls unr 3 oly oy UNTS 7l 2 = ADJACENT PROPERTY BOUNDARY

= SUBD : rq 8 U UNIT @ ™ 3™ UNIT 5 3 -

z — = — = z 4N COMMON ELEMENT Horizontal Scale
~| € A 2 3 3 | B[7 1800 FOR CASSIOPEIA EXISTING EASEMENT . . o
= 18.00 S CONDOMINIUMS
32 l 5 o5 oo 78 25 06 " EXISTING EDGE OF ASPHALT
. l 10.0 =

3 ﬂ L FOUND A #5 REBAR WITH AN EXISTING 2' CONTOUR 1" = 20

_|nss 25' 49E ‘,l 10.0 H N\ ORANGE PLASTIC CAP BTK
I 18'0049"\/\/ 18.00 N8s 25 49’Ef—r oo - SURVEYS 1.0 FT ABOVE GROUND EXISTING 10' CONTOUR Contour Interval = 2 ft
s8g" 25 T 18.00 . ’ )
49" W - 9-18-
10.0 = L300 - 10.07 == 10-0 \/ - - PROPOSED 2 CONTOUR DATE: 9-18-2023
| : . -
| | - JOB #: 1511-003
J N | ] - 0.0 PROPOSED 10' CONTOUR DRAWN BY: WNM
=) — - DESIGN BY: CFB
i — EXISTING STORM SEWER FORMAT OTHER THAN. 24" X 36", THE
371 1 8 GRAPHIC SCALE SHOULD BE UTILIZED.
; m .:.:.:. PROPOSED STORM SEWER
24.20 4 \ S88° 250 49°W
g4 54 817"5 S8 25 49°W WATER SERVICE  xs——xs—xs—— EXISTING SEWER MAIN
’J 76.3 WIRE FENCE 10' UTILITY EASEMENT I sEN BB PROPOSED GRAVITY SEWER SERVICE 2
10 FOOT WIDE EASEMENT FOR
FOUND A #4 REBAR WITH AN THE INSTALLATION AND MAINTENANCE S——s—s PROPOSED PRESSURE SEWER SERVICE - .
ORANGE PLASTIC CAP DOWLING — ROSS! RANCHES, LLLP OF PUBLIC UTILITIES, DRAINAGE AND e
30090 FLUSH TO THE GROUND FOR SNOW REMOVAL AND STORAGE —xw xw xw—  EXISTING WATER MAIN Z
ALONG ENTIRE BOUNDARY
W———w PROPOSED WATER SERVICE E W
E PROPOSED ELEC SERVICE O j
& EXISTING FIRE HYDRANT Q z
| | PROPOSED ASPHALT PAVING Z o
PROPOSED PARKING STRIPING ) O
Z
| | PROPOSED CONCRETE PAVING S O
PROPOSED BUILDING FOOTPRINT é
a
PROPOSED BUILDING OVERHANG
SHEET #

o — e x wwm PROPOSED FENCING

SNOW STORAGE
BUFFERYARD C 6

EXISTING ——__ EXISTING LABEL

PROPOSED —— PROPOSED LABEL



AutoCAD SHX Text
FOUND A #4 REBAR WITH AN ORANGE PLASTIC CAP DOWLING - 30090 FLUSH TO THE GROUND

AutoCAD SHX Text
FOUND A #5 REBAR WITH AN ORANGE PLASTIC CAP BTK SURVEYS 1.0 FT ABOVE GROUND

AutoCAD SHX Text
FOUND A #4 REBAR WITH AN ORANGE PLASTIC CAP DOWLING - 30090 FLUSH TO THE GROUND

AutoCAD SHX Text
FOUND A #4 REBAR WITH AN ORANGE PLASTIC CAP DOWLING - 30090 FLUSH TO THE GROUND

AutoCAD SHX Text
FOUND A #4 REBAR WITH AN ORANGE PLASTIC CAP DOWLING - 30090 FLUSH TO THE GROUND

AutoCAD SHX Text
LOT 16 SIERRA VIEW CONDOMINIUMS

AutoCAD SHX Text
LOT 14 SIERRA VIEW SUBD

AutoCAD SHX Text
ROSSI RANCHES, LLLP

AutoCAD SHX Text
ROSSI RANCHES, LLLP

AutoCAD SHX Text
WIRE FENCE

AutoCAD SHX Text
22' WIDE ACCESS EASEMENT PER RECEPTION NO. 667948

AutoCAD SHX Text
8' UTILITY AND DRAINAGE EASEMENT PER FILE NO. 13476

AutoCAD SHX Text
10 FOOT WIDE EASEMENT FOR THE INSTALLATION AND MAINTENANCE OF PUBLIC UTILITIES, DRAINAGE AND FOR SNOW REMOVAL AND STORAGE ALONG ENTIRE BOUNDARY

AutoCAD SHX Text
WATER VALVE

AutoCAD SHX Text
SEWER MANHOLE RIM = 7551.23' IN OUT (NE) = 7541.13'

AutoCAD SHX Text
COMMON ELEMENT FOR CASSIOPEIA  CONDOMINIUMS

AutoCAD SHX Text
15-FT BUFFERYARD

AutoCAD SHX Text
UNIT 8

AutoCAD SHX Text
UNIT 7

AutoCAD SHX Text
UNIT 6

AutoCAD SHX Text
UNIT 5

AutoCAD SHX Text
UNIT 4

AutoCAD SHX Text
UNIT 3

AutoCAD SHX Text
UNIT 2

AutoCAD SHX Text
UNIT 1

AutoCAD SHX Text
COMMON ELEMENT FOR CASSIOPEIA  CONDOMINIUMS

AutoCAD SHX Text
EXISTING


	C0-COVER
	Sheets and Views
	COVER


	C1-EXISTING CONDS
	Sheets and Views
	C1


	C2-SITE PLAN
	Sheets and Views
	C2


	C3-UTILITY PLAN
	Sheets and Views
	C3


	C4-CSMP
	Sheets and Views
	C4


	C5 Snow Storage Plan
	Sheets and Views
	C5-SNOW-STORAGE


	C6 Condominium Plat - Draft
	Sheets and Views
	Condo Plat



